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PRESENTACION CORPORATIVA
QUIENES SOMOS

Master Battery es una compafia de capital espafol, dedicados al desarrollo, fabricacion y venta
de soluciones de energia en los cinco continentes, bajo los estandares internacionales de calidad
implementados en la compafia. Colaborando activamente con nuestros clientes, aportando
soluciones en multiples sectores como Defensa, Seguridad, Industria, Telecomunicaciones,
Renovables, Naval y Pesquero entre otros.

Nuestra Cultura:

« Vision: Esfuerzo constante para ser un referente en soluciones de energia.

« Mision: Desarrollar y ofrecer productos y soluciones de calidad a precios competitivos, con una
gestion eficiente y un servicio al cliente excelente.

Creemos en nuestros productos y estaremos orgullosos de colaborar en su éxito.

ABOUT US

Master Battery is a Spanish company dedicated to developing, manufacturing and selling energy
solutions around the world under the international quality standards implemented in the company.
We collaborate actively with our customers, providing solutions in many sectors such as Defense,
Security, Industry, Telecommunications, Renewable, Marine and Fisheries among others.

Our Culture:

« Vision: constant effort to be a leader in energy solutions.

» Mission: To develop and deliver quality products and solutions at competitive prices, with efficient
management and excellent customer service.

We believe in our products and we will be proud contributing to your success.
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SOLAR LIGHTING KIT
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KIT SOLAR DE ILUMINACION

El kit de iluminacion solar (SLS), consiste en un panel solar, un controlador de carga, una bate-
ria y de lamparas LED. Este kit esta disefiado para proporcionar iluminacién en casas, tiendas

! donde no hay suministro eléctrico. Dispone de varias medidas de proteccién: cambio de polari-
dad, sobre-carga o carga incompleta de la bateria, sobre carga del sistema y cortocircuito.
g Posee salidas de 5V y 12V en corriente continua (DC) que puede usarse para alimentar peque-
- fos electrodomésticos que funcionen en corriente continua, como por ejemplo: como cargado-
E res teléfonos moviles, radios, ventiladores, etc. Pudiéndose usar para acampadas, actividades
@) al aire libre o0 emergencias.
-
-
® C e
— aracteristicas
o
(/p) e Ahorro energético e Cero contaminacion e Kit todo en uno
e Facil instalacion e Multi-proteccion e Facil de usar y transportar
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SOLAR LIGHTING KIT

SLS-A SLS-B

Solar panel 5W monocrystalline 15W monocrystalline
 Batey  12V40ANAGMDCbattery 12V12AhAGMDCbattery
The maximum continuous output power 45Wh 150Wh
 Recommended output power per day

Light source 2 pcs DC 12V2W LED lamp 4 pcs DC 12V2W LED lamp
© luminousflc  80#Skmw  60&Skmw

The maximum continuous 12 hours (2 pcs lamp) 18 hours (4 pcs lamp)
working hour 24 hours (1 pcs lamp) 36 hours (2 pcs lamp)
v S oot Joci
Charging time 14 hours 14 hours
~ Ouputvoltage  pcsvMv. DCsviv
Ambient temperature -10C~45C -10C~45C
 Relaivehumidity  0-85%RH  0-BS%RH
Operating altitude 0~2500m 0~2500m
- Sizeofsolarpanelmm)  285x185x25  405x345x25
Size of host case (mm) 182x128x81 197x131x147

Caracteristicas

e Alimentacion de lamparas LED
e Cargador de teléfonos moéviles, Mp3, camaras, etc.
e Alimentacién de ventiladores de corriente continua (DC)
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SOLAR LIGHTING KIT

SLS-C SLS-C1

Solar panel 10W monocrystalline 5W monocrystalline

. Batey  12VB0ANAGMDCbattery 12V4AhAGMDCbattery
The maximum continuous output power 100Wh 45Wh
 Recommended output power per day
Light source 4pcs DC 12V2 W LED lamp 4 pcs DC 12V2W LED lamp
© luminousfux 605w 60Smw
The maximum continuous 12 hours (4 pcs lamp) 5.5 hours (4 pcs lamp)
working hour 24 hours (2 pcs lamp) 11 hours (2 pcs lamp)
et S iy e
Charging time 14 hours 14 hours
~ Ouputvoitage  pcsvAv. DCsVAV
Ambient temperature -10C~45C -10°C~45C
~ Relafvehumidy  0-85%RH  O0-85%RH
Operating altitude 0~2500m 0~2500m
- Sizeofsolarpanel(mm)  285x345x25  285x185x25
Size of host case (mm) 200x84x190 200x84x190

Caracteristicas

e Alimentacién de lamparas LED
e Cargador de teléfonos moviles, Mp3, camaras, etc.
e Alimentacion de ventiladores de corriente continua (DC)

= W C€



SOLAR LIGHTING KIT
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SLS-D SLS-E

Solar panel 3W monocrystalline 3W monocrystalline
The maximum continuous output power 14Wh 18Wh
Light source 2pcs DC12V2 W LED lamp 2 pcs DC 12V2W LED lamp
The maximum continuous 3.5 hours (2 pcs lamp) 4.5 hours (2 pcs lamp)
working hour 7 hours (1 pcs lamp) 9 hours (1 pcs lamp)
__ X
Charging time 7 hours 9 hours m
~ Ouputvoltage  pcsvi2v.  DCsVAZV c
Ambient temperature -10C~45C -10°C~45C - —
~ Relatvehumidty  0-85%RH  0-85%RH =
i -
Operating altitude 0~2500m 0~2500m m
___ —
Size of host case (mm) 170x135%x60 135%x110%32 _l
~ Totalweight  2tkgs  18kgs .
—
Caracteristicas (@)

e Alimentacién de lamparas LED
e Cargador de teléfonos moviles, Mp3, camaras, etc.

2 W €
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KIT SOLAR DE ALIMENTACION CONTINUA (DC)

El kit solar de alimentacion continua (DC) aislado de red consiste en un panel solar, un contro-
lador de carga y una bateria. El sistema esta especialmente disefiado para alimentar aplicacio-
nes comerciales o particulares independientes de 5V y 12V en corriente continua en localiza-
ciones remotas o en aquellas en las que no haya suministro eléctrico. Dispone de varias medi-
das de proteccién: cambio de polaridad, sobre-carga o carga incompleta de la bateria, sobre
carga del sistema y cortocircuito. Posee salidas de 5V y 12V en corriente continua (DC) que
puede usarse para alimentar pequefos electrodomésticos que funcionen en corriente conti-
nua, como por ejemplo: como cargadores teléfonos moviles, radios, ventiladores, etc. Con la
ayuda de un inversor externo, puede utilizarse también para alimentar ventiladores, television,
ordenadores, herramienta eléctrica, etc. Pudiéndose usar para acampadas, actividades al aire
libre o emergencias.

Caracteristicas

Solar DC Power Ki

e Ahorro energético e Cero contaminacién e Kit todo en uno

e Facil instalacion e Multi-proteccion e Facil de usar y transportal



SOLAR DC POWER KIT

SDC-A-100 SDC-A-150
Model number SDC-A-100 SDC-A-150
~ solarpanel  20Wmonocrystaline  30W (15Wx2pcs) monocrystalline
Battery 12V8.0Ah AGM DC battery 12V12Ah AGM DC battery
Themaximum confinuousoutputpower  100Wh  dsowh
Recommended output power per day 60Wh 90Wh
~ ghtsowce  3pcsDC12V2WLEDlamp 3pcsDC12V2WLEDlamp
Luminous flux 60 5 Im/w 605 Im/w
B e S v
Recommended working 10 hours (3 pcs lamp) 15 hours (3 pcs lamp)
hour per day 30 hours (1 pcs lamp) 45 hours (1 pcs lamp)
- Chergingtime  Thous  Thours
Output voltage DC 5V/12Vv DC 5Vv/12V
| Ambienttemperature  -0C-5C  q0C-sC
Relative humidity 0~85%RH 0~85%RH
~ Operatingalfitide  0-2500m  0-2500m
Size of solar panel(mm) 550%x350%x25 405%x345x60
. 2%es  45kgs
Size of host case (mm) 220x170x150 220x170%x150

Caracteristicas
e Alimentacion de ldmparas LED

e Alimentar herramienta eléctrica, TV, ordenadores usando un inversor externo de 150W

e Cargador de teléfonos moviles, Mp3, camaras, etc.
e Alimentacion de ventiladores de corriente continua (DC)

orreee
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SOLAR DC POWER KIT
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SDC-A-200 SDC-A-400

Model number SDC-A-200 SDC-A-400

Battery 12V18Ah AGM DC battery 12V33Ah AGM DC battery

Recommended output power per day 120Wh 240Wh

Luminous flux 60+ 5Im/w 60+ 5Im/w

Recommended working 20 hours (3 pcs lamp) 40 hours (3 pcs lamp)
hour per day 60 hours (1 pcs lamp) 120 hours (1 pcs lamp)

Output voltage DC5V/12Vv DC5V/12V

Relative humidity 0~85%RH 0~85%RH

Size of solar panel(mm) 450x345x60 1210x540%35

Size of host case (mm) 270%227%x220 300x300%200

Caracteristicas

e Alimentacion de lamparas LED

e Alimentar herramienta eléctrica, TV, ordenadores usando un inversor externo de 200W
e Cargador de teléfonos moviles, Mp3, camaras, etc.

e Alimentacion de ventiladores de corriente continua (DC)

Solar DC Power Ki
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SOLAR DC POWER KIT

SDC-A-450 SDC-B-200

~ Modelnumber  SDC-A450
Solar panel 100W monocrystalline 40W (20W x 2pcs) monocrystalline
. Bty [ 12V3BARAGMDCbattery || 12V1BAhAGMDChbatiery |
The maximum continuous output power 450Wh 200Wh
Light source 3pcs DC 12V2W LED lamp 3pcs DC 12V2W LED lamp
o bumimousfx 60%Skmw  60#5mw
The maximum continuous 75 hours (3 pcs lamp) 33 hours (3 pcs lamp)

working hour 225 hours (1 pcs lamp) 100 hours (1 pcs lamp)
[ o v e

Charging time 6.5 hours 8 hours
| Electricitychargingfunction a0 yes

Output voltage DC 5Vv/12V DC5V/12V

. doTwsC o oCeasC
Relative humidity 0~85%RH 0~85%RH
 Operatingalftude  0-2600m  0-2500m
Size of solar panel(mm) 1250x808x35 /
. Weightofsolarpanel  M8kgs
Size of host case (mm) 300x300%200 470%x430%190

. Weightofhostease  23%kgs  105kgs
Caracteristicas

e Alimentacion de lamparas LED

e Alimentar herramienta eléctrica, TV, ordenadores usando un inversor externo de 200W

e Cargador de teléfonos moéviles, Mp3, camaras, etc.
e Alimentacion de ventiladores de corriente continua (DC)

2 W (€

M\ STER
BATTERY

www.masterbattery.es

Solar DC Power Ki



SOLAR AC POWER KIT

M \STER |
BATTERY

www.masterbattery.es

KIT SOLAR DE ALIMENTACION ALTERNA (AC)

El kit solar de alimentacion alterna (AC) aislado de red consiste en un panel solar, un controla-
dor de carga y una bateria. El sistema esta especialmente disefiado para alimentar aplicacio-
nes comerciales o particulares independientes de 5V y 12V en corriente continua y de 110V o

E 220V en corriente alterna (AC) en localizaciones remotas o en aquellas en las que no haya

suministro eléctrico. Dispone de varias medidas de proteccion: cambio de polaridad, sobre-
E carga o carga incompleta de la bateria, sobre carga del sistema y cortocircuito. Puede utilizar-
; se para alimentar pequefos electrodomésticos y dispositivos tanto en corriente alterna (AC)
o como en corriente continua (DC), como lamparas, ventiladores, TV, ordenadores, frigorificos e
0. incluso aire acondicionado y bombas de agua.
&)
<
-
c Caracteristicas
o
N e Ahorro energético e Cero contaminacién e Kit todo en uno

e Facil instalacion e Multi-proteccién e Facil de usar y transportar

—_
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SOLAR AC POWER KIT

SAC-F-200W/A SAC-F-200W/B
Model number SAC-F-200W/A SAC-F-200W/B
© Raedpower 200w 200w
Solar panel 30W (15Wx2pcs) monocrystalline 40W (20Wx2pcs) monocrystalline
_ Battey  12VI2ARAGMDGbattery  12V1BARAGMDCbattery
The maximum continuous output power 140Wh 200Wh
 Recommendedoutputpowerperday 8owh  12Wwh
Continuous working time 40mins at 200W output (approx.) 1hour at 200W output (approx.)
~ Lghtsouce  3pesDC12V2ZWLEDlamp  3pcsDC12V2WLEDlamp
Luminous flux 60 +5Im/w 60 +5Im/w
i
Recommended working 13 hours (3 pcs lamp) 20 hours (3 pcs lamp)
hour per day 40 hours (1 pcs lamp) 60 hours (1 pcs lamp)
- Chargingtime
Output voltage DC 5V/12v DC 5V/12v
AC 110V or 220V 50~60Hz AC 110V or 220V 50~60Hz
- Precisionofoutputvoltage 3% 3%
Output waveform Pure sine wave Pure sine wave
| Ambienttemperature  f0C~5C  0C-5C
Relative humidity 0~85%RH 0~85%RH
 Operatingalfitude  0-2500m  0-2500m
Size of solar panel(mm) 405%x350x60 450%x345x60
 Weightofsolarpanel  34kgs S5
Size of host case (mm) 220x230%x150 270x227x230
. Weightofhostease  50kgs  100kgs
Caracteristicas

e Alimentacion de lamparas LED

e Alimentar en AC o DC herramienta eléctrica, TV, ordenadores, ventiladores.
e Cargador de teléfonos moviles, Mp3, camaras, etc.

e Alimentacion de ventiladores de corriente continua (DC)
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SOLAR AC POWER KIT

SAC-F-300W SAC-I-200W
Model number SAC-F-300W SAC-1-200W
© Raedpower 30w 200w
Solar panel 80W monocrystalline 15W monocrystalline
 Battey | 12V33ANAGMDCbaftery 12VBANAGMDChbattery
The maximum continuous output power 400Wh 100Wh
 Recommendedoutputpowerperday 240Wh 60wh
Continuous working time 80mins at 300W output (approx.) 30mins at 200W output (approx.)
~ ghtsouce  3pcsDC12V2WLEDlamp
Luminous flux 60 5 Im/w 60 £ 5Im/w
B i
Recommended working 40 hours (3 pcs lamp) 7.5 hours (4 pcs lamp)
hour per day 120 hours (1 pcs lamp) 15 hours (2 pcs lamp)
~ Chargingtime  Zhows
Output voltage DC5V/12V DC5V/12V
AC 110V or 220V 50~60Hz AC 110V or 220V 50~60Hz
- Precisionofoutputvoltage 3% 3%
Output waveform Pure sine wave Pure sine wave
| Ambienttemperature  0C-5C  0C~5C
Relative humidity 0~85%RH 0~85%RH
 Operaingalfitude  0-2500m  0-2500m
Size of solar panel(mm) 1210%x540x%35 405x345x25
 \Weightofsolarpanel  82kgs  20kgs
Size of host case (mm) 300%x300%200 280%x80x200
 Weightofhostease  15%kes  45kgs

Caracteristicas

e Alimentacion de lamparas LED

e Alimentar en AC o DC herramienta eléctrica, TV, ordenadores, ventiladores.
e Cargador de teléfonos moviles, Mp3, camaras, etc.

e Alimentacién de ventiladores de corriente continua (DC)




SOLAR AC POWER KIT

SAC-G-200W/A SAC-G-200W/B
Model number SAC-G-200W/A SAC-G-200W/B
~ Ratdpower 200w 20w
Solar panel 20W monocrystalline 40W (20Wx2pcs) monocrystalline
 Battey  12VBSANAGMDCbattery  12V1BANAGMDCbattery
The maximum continuous output power 100Wh 200Wh
Recommendedoutputpowerperday 6owh  120wh
Continuous working time 30mins at 200W output (approx.) 1Thour at 200W output (approx.)
~ lghtseurce  3posDC12V2WLEDlamp  3pesDC12V2WLEDlamp
Luminous flux 60 +5Im/w 60+ 5Im/w
i e e
Recommended working 10 hours (3 pcs lamp) 20 hours (3 pcs lamp)
hour per day 30 hours (1 pcs lamp) 60 hours (1 pcs lamp)
- Chergingtime
Output voltage DC5V/12Vv DC5V/12V
AC 110V or 220V 50~60Hz AC 110V or 220V 50~60Hz
- Precisionofoutputvoltage 3% 3%
Output waveform Pure sine wave Pure sine wave
 Ambienttemperatre  0C-5C  f0C-5C
Relative humidity 0~85%RH 0~85%RH
~ Operatingalitude  0-2500m  0-2500m
Size of solar panel(mm) 550%x350%x25 450x345x60
 Weightofsolarpanel 26k SZkgs
Size of host case (mm) 265x110%220 325x110%220
. Weightofhostease  4%kgs  80kgs
Caracteristicas

e Alimentacién de lamparas LED

e Alimentar en AC o DC herramienta eléctrica, TV, ordenadores, ventiladores.
e Cargador de teléfonos méviles, Mp3, camaras, etc.

e Alimentacion de ventiladores de corriente continua (DC)

R €
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SOLAR AC POWER KIT

SAC-C-300W/A SAC-C-300W/B
~ Modelnumber  SAC-C-300WA  SACC300WB
Rated power 300w 300W
. Solarpanel
Battery 12V18Ah AGM DC battery 12V22Ah AGM DC battery
The meximum continuous outputpower  200Wwh  260wh
Recommended output power per day 120Wh 150Wh
~ 40mins at 300W output (approx.)  50mins at 300W output (approx.)
Electricity charging function yes yes

- lghtsource  3pcsDC12V2WLEDlamp  3posDC12V2WLEDlamp

Luminous flux 60 +5Im/w 60 +5Im/w
vt i i S v e O

Recommended working 20 hours (3 pcs lamp) 25 hours (3 pcs lamp)
hour per day 60 hours (1 pcs lamp) 75 hours (1 pcs lamp)

- (Chargingtime  f0hows  ghous

Output voltage DC5V/12V DC5V/12V

AC 110V or 220V 50~60Hz AC 110V or 220V 50~60Hz
- Precisionofoutputvoltage 3% 3%
Output waveform Pure sine wave Pure sine wave

. docwsc doceasC

Relative humidity 0~85%RH 0~85%RH
~ Operatingalfitide  0~2500m  0-2500m

Size of host case (mm) 430x430%190 470%x430%190

Caracteristicas

e Alimentacién de lamparas LED

e Alimentar en AC o DC herramienta eléctrica, TV, ordenadores, ventiladores.
e Cargador de teléfonos moéviles, Mp3, camaras, etc.

e Alimentacién de ventiladores de corriente continua (DC)

®

1509001




SOLAR AC POWER KIT

SAC-B-300W

SAC-B-300W
300W

Model number
Rated power

Solar panel 200W ( 100Wx2pcs) monocrystalline
Battery 12V65Ah AGM DC battery
The maximum continuous output power 800Wh
Recommended output power per day 480Wh

Continuous working time 2.5 hours at 300W output (approx.)

Charging time 6 hours
DC 12V
Output voltage
AC 110V or 220V 50~60Hz
Precision of output voltage 3%
Output waveform Pure sine wave
Ambient temperature -10C~45C
Relative humidity 0~85%RH
Operating altitude 0~2500m
Size of solar panel(mm) 1250x808x%35/pcs
Weight of solar panel 11.8kgs/pcs
Size of host case (mm) 450%280x%570
Weight of host case 31.2kgs

Caracteristicas
e Alimentacién de lamparas LED

e Alimentar en AC o DC herramienta eléctrica, TV, ordenadores, frigorificos, lavadoras

e Cargador de teléfonos moviles, Mp3, camaras, etc.

e Alimentacién de ventiladores de corriente continua (DC)

-
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SAC-B-500W

SAC-B-500W
500W
300W (150Wx2pcs) monocrystalline
12V100Ah AGM DC battery
1200Wh
720Wh
2.5 hours at 500W output (approx.)
6 hours
DC 12V
AC 110V or 220V 50~60Hz
3%
Pure sine wave
-10°C~45C
0~85%RH
0~2500m
1580%x808x%35/pcs
15.5kgs/pcs
450%280%570
41.0kgs

Solar AC Power Ki
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SOLAR AC POWER KIT

SAC-E-500W SAC-E-1000W

Model number SAC-E-500W SAC-E-1000W

Solar panel 300W (150Wx2pcs) monocrystalline  600W (200Wx3pcs) monocrystalline

The maximum continuous output power 1200Wh 2400Wh

Continuous working time 2.5 hours at 500W output (approx.) 2.5 hours at 1000W output (approx.)

Output voltage AC 110V or 220V 50~60Hz AC 110V or 220V 50~60Hz

Output waveform Pure sine wave Pure sine wave

Relative humidity 0~85%RH 0~85%RH

Size of solar panel(mm) 1580%x808x35/pcs 1650%992x46/pcs

Size of host case (mm) 550x450x960 550%450%960

Caracteristicas

e Alimentar herramienta eléctrica, TV, ordenadores, frigorificos,
ventiladores en AC, lavadoras.

2 A (€



SOLAR AC POWER KIT

SAC-H-1500W SAC-H-2000W

Rated power 1500W 2000w

Battery 4 pcs 12V120Ah AGM DC battery 4 pcs 12V150Ah AGM DC battery

Recommended output power per day 3500Wh 4320Wh

Charging time 6 hours 6 hours

Precision of output voltage 3% 3%

Ambient temperature -10C~45C -10°C~45C

Operating altitude 0~2500m 0~2500m

Weight of solar panel 20.0kgs/pcs 20.0kgs/pcs

Caracteristicas

e Alimentar herramienta eléctrica, TV, ordenadores, frigorificos,
ventiladores en AC, lavadoras.
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SOLAR AC POWER KIT

SAC-H-3000W SAC-H-5000W

Rated power 3000w 5000W
- Solarpanel  14pcs35V200W monocrystaline 24 pes 35V200W monocrystalline
Battery 4 pcs 12V200Ah AGM DC battery 8 pcs 12V200Ah AGM DC battery
© o weown 0 19200Wh
Recommended output power per day 5700Wh 11520Wh
- Continuousworkinghours 3 hours at 3000W output (approx.) 3.5 hours at 5000W output (approx.)
Charging time 6 hours 6 hours
~ Ouputvoltage  AC110Vor220V50-60Hz  AC110Vor220V50-60Hz
Precision of output voltage 3% 3%
~ Ouputwaveform  Puresinewave  Puesinewave
Ambient temperature -10C~45C -10°C~45C
 Relativehumidiy  0-85%RH  0-85%RH
Operating altitude 0~2500m 0~2500m
Weight of solar panel 20.0kgs/pcs 20.0kgs/pcs

Caracteristicas

e Alimentar herramienta eléctrica, TV, ordenadores, frigorificos,
ventiladores en AC, lavadoras.
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FAROLA SOLAR CON BATERIA DE LITIO

La iluminacién solar urbana esta disefiada para proporcionar iluminacion en calles, carreteras,
parques, campus, etc. Estd compuesta por un panel solar, un controlador de carga, una bateria
de litio, una luminaria LED. Durante el dia, el panel solar recoge la energia del sol y la convierte
en electricidad la cual carga la bateria bajo la supervisién del controlador de carga segun las
condiciones de luz solar y el estado de la bateria. La luminaria es automaticamente encendida
mediante un sensor de luz y apagada mediante un temporizador ajustable. Es una solucion ideal
para aquellas localizaciones o areas donde la conexion a la red general es inaccesible, dificil o
imposible.

Caracteristicas

e Ahorro energético e Cero contaminacién e Sin cableado ni zanjas

Farola Solar con Bateria de L

e Funcionamiento a baja tensién e Larga vida util e Facil instalacion y mantenimiento

I
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Farola Solar con Bateria de Litio
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FAROLAS DE LITIO

ES-208 ES-212 ES-215
Integrated Solar garden light (8W) Integrated Solar garden light (12W) Integrated Solar garden light (15W)

Solar panel Max power 18V15W 18V18W

(High efficiency imported solar cell)  (High efficiency imported solar cell)  (High efficiency imported solar cell)

Battery Type lithium battery lithium battery lithium battery
Max power 12V 8W 12V 12W 12V 15W
LED Lamp
(with sensor)
lumen (LM) 800-880Im 1200-1320Im 1500-1650lm
Viewing Angle 120° 120° 120°
Charge time [N By/Sii 0 1006 GRS 0 (100156 s 10 10007 o
Discharge time full power 12hours more than 20 hours more than 20 hours
Working Temperature range(°C) -20°C~+60°C -20°C~+60°C -20°C~+60°C

Colouremperatve _ T I S Oy

Mounting height range (m)

Spic aan o ARG SO SO FOS

Lamps material of main aluminium alloy aluminium alloy aluminium alloy aluminium alloy
Ceriificate  CE/ROHS/IP65  CE/ROHS/IP65 CE/ROHS/IP65 CE/ROHS /IP65.
Warranty period 2 years 2 years 2 years 2 years
product/packing weight 5.5kg /6.5 kg 5.8 kg /6.8 kg 9.0 kg
Packing & Weight  [1BAGKIAG BGX!1 1] [0 el 0 [ atitral i [
Corton size 560*W570*H410MM  560*W570*H410MM  700*420*130 mm
GW.for corton 26 kg 27 kg 10 kg

2 W C€



FAROLAS DE LITIO

ES-218 ES-220 ES-225
Integrated Solar street light (18W) Integrated Solar street light (20W) Integrated Solar street light (25W)

Solar panel Max power 18V40W 18V50W 18V50W

(High efficiency imported solar cell)  (High efficiency imported solar cell)  (High efficiency imported solar cell)

Battery Type lithium battery lithium battery lithium battery
Max power 12V 18W 12V 20W 12V 25W
LED Lamp
(with sensor)
lumen (LM) 1800-2160Im 2000-2200Im 2500-2750Im
Viewing Angle 120° 120° 120°
Chargetine  bysun 7 h e 70 inessensongsis 7 (horecnsong vl
Discharge time full power more 10 hours more than 10 hours more than 10 hours
Working Temperature range(°C) -30°C~+60°C -30°C~+60°C -30°C~+60°C

Colourarmperais [T T R N0

Mounting height range (m)

Soicabatoan o ARSI ISTES T B 20 B2

Lamps material of main aluminium alloy aluminium alloy aluminium alloy aluminium alloy
Certificate  CE/ROHS/IP65  CE/ROHS/IP65 CE /ROHS /IP65 CE/ROHS /IP65.
Warranty period 2 years 2 years 2 years 2 years
product weight 12 kg 16 kg 17 kg
Packing & Weight  packingbox ~ 960'380195mm  1190°400'220 mm  1230°400°220 mm
Corton size 960*380*195 mm  1190*400*220 mm  1230*400*220 mm
GW.for corton 14.5 kg 21 kg 20 kg
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Farola Solar con Bateria de L
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Integrated Solar street light (30W)

Solar panel

Battery

LED Lamp
(with sensor)

Charge time

Discharge time

Working Temperature

Colour temperature

Mounting height

Space between light

Lamps material of main

Certificate

Warranty period

Packing & Weight

FAROLAS DE LITIO

ES-230 ES-240

Integrated Solar street light (40W)

18V30W 18V60W

(High efficiency imported solar cell) (High efficiency imported solar cell)

Max power

Type lithium battery lithium battery
Max power 12V 30W 12V 40W
lumen (LM) 3000-3300Im 4000-4400Im

Viewing Angle 120° 120°

full power more 10 hours more than 10 hours
range(°C) -30°C~+60°C -30°C~+60°C
range (m) 6-7 m 6-7m

aluminium alloy aluminium alloy aluminium alloy

2 years 2 years 2 years
product weight 18 kg 19 kg

Corton size 1230*400*220 mm 1230*400*220 mm

GW.for corton 21 kg 22 kg




SOLAR GARDEN LIGHT
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ILUMINACION SOLAR DE JARDIN g
La iluminacion solar de jardin esta disefiada para proporcionar iluminacién en jardines,

parques residenciales, etc. Esta compuesta por un panel solar, un controlador de carga, una %
bateria, una luminaria LED y un poste. Durante el dia, el panel solar recoge la energia del sol

y la convierte en electricidad la cual carga la bateria bajo la supervisién del controlador de E

carga de segun las condiciones de luz solar y el estado de la bateria. La luminaria es automati- —

camente encendida mediante un sensor de luz y apagada mediante un temporizador ajustable. O

Es una solucién ideal para aquellas localizaciones o areas donde la conexién a la red general n

es inaccesible, dificil o imposible. c

‘O

o

©

c

Caracteristicas =

=

e Ahorro energetico e Cero contaminacion e Sin cableado ni zanjas —_—

e Funcionamiento a baja tension e Larga vida util e Facil instalacién y mantenimiento
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SOLAR GARDEN LIGHT

SGL-A-3501 SGL-A-3502 SGL-A-3503

Model number SGL-A-3501 SGL-A-3502 SGL-A-3503

Battery 12V40AHAGM DC battery ~ 12V40AHAGM DC battery ~ 12V40AH AGM DC battery

Luminous flux 550+50Im 550+ 50Im 550+50Im

Height 4M 4M 4M

Working time 10 hours per day 10 hours per day 10 hours per day

Operating altitude 0~2500m 0~2500m 0~2500m




SOLAR GARDEN LIGHT

SGL-A-3504 SGL-A-3505 SGL-A-3506
Model number SGL-A-3504 SGL-A-3505 SGL-A-3506
. Solarpanel  35Wmonocrystalline  35W monocrystalline  35W monocrystalline
Battery 12V40AH AGM DC battery  12V40AH AGM DC battery  12V40AH AGM DC battery
 Llghtsowrce  12VOWLEDlamp 12VOWLEDlamp 12VOWLEDlamp
Luminous flux 550+ 501Im 550+ 501Im 550+ 50Im
. Post  Gaenizedsteelwithplasticspraytreatment
Height 4M 4M 4M
 Workingmode  Tumonbylightsensorandtumoffbytimedetay
Working time 10 hours per day 10 hours per day 10 hours per day
| Maximumworkingday  4consecutiverainydays 4 consecutiverainydays 4 consecutiverainydays
Operating altitude 0~2500m 0~2500m 0~2500m
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SOLAR STREET LIGHT
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ILUMINACION SOLAR URBANA g
La iluminacion solar urbana esta disefiada para proporcionar iluminacion en calles, carreteras, oy
parques, campus, etc. Estad compuesta por un panel solar, un controlador de carga, una bate- =
ria, una luminaria LED y un poste. Durante el dia, el panel solar recoge la energia del sol y la b
convierte en electricidad la cual carga la bateria bajo la supervision del controlador de carga E
segun las condiciones de luz solar y el estado de la bateria. La luminaria es automaticamente o
encendida mediante un sensor de luz y apagada mediante un temporizador ajustable. Es una n
solucion ideal para aquellas localizaciones o areas donde la conexion a la red general es c
inaccesible, dificil o imposible. ‘O
o
©
c
Caracteristicas 2
e Ahorro energético e Cero contaminacién e Sin cableado ni zanjas
e Funcionamiento a baja tension e Larga vida util e Facil instalacién y mantenimiento
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Bombillas LED
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LED BULB LIGHT
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Focos LED
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LED SPOT LIGHT

LSL-A-3W

LSL-A-4W

LSL-A-6W

LSL-A-9W




LED T5 INTEGRATED TUBO LIGHT
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LED FLOOD LIGHT

LFL-3W LFL-6W

i Rl

LFL-7W LFL-9W

I T

Light source 1WLED 1WLED @5LED 1W LED

Light power

Color temperature 6500K(white), optional

Glass material Tempered glass Tempered glass Tempered glass Tempered glass

Input voltage 12V DC or 110V AC or 220VAC

Length of power cable 1 meter 1 meter 1 meter 1 meter

Electrical safety class

Caracteristicas

e Chip LED de alto brillo

e Controlador a corriente constante incorporado
e Diseno compacto y robusto o
e Carcasa de aluminio fundido, cristal atemperado N C €
e Buen acabado y de facil instalacion

e Resistente al agua y larga vida util
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LED FLOOD LIGHT

LFL-12W-A LFL-12W-B

LFL-13W-A LFL-13W-B

e | At tas o |||

Light source 1W LED 1W LED @5 LED @5LED

Light power

Color temperature 6500K(white), optional

Glass material Tempered glass Tempered glass Tempered glass Tempered glass

Input voltage 12V DC or 110V AC or 220VAC

Length of power cable 1 meter 1 meter 1 meter 1 meter

Electrical safety class

Caracteristicas

e Chip LED de alto brillo

e Controlador a corriente constante incorporado

e Disefilo compacto y robusto

e Carcasa de aluminio fundido, cristal atemperado
e Buen acabado y de facil instalacion

e Resistente al agua y larga vida util




LED FLOOD LIGHT
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LFL-10W-A LFL-10W-B LFL-20W-A LFL-20W-B

LFL-30W-A LFL-30W-B LFL-50W-A LFL-50W-B

Model number

e LFL-10W-A/B LFL-20W-A/B LFL-30W-A/B LFL-50W-A/B
Specification

Light source Integrated LED chip, Integrated LED chip, Integrated LED chip, Integrated LED chip,

power 10W power 20W power 30W power 50W
Luminous flux 900 %60 Im 1800+ 120 Im 2700+ 180 Im 4500 + 300 Im
Color temperature 6500K(white), optional
LED color R/G/B/YIW R/G/BIY/IW R/G/B/YIW R/G/BIY/IW
Glass material Tempered glass Tempered glass Tempered glass Tempered glass
Housing material Aluminum housing Aluminum housing Aluminum housing Aluminum housing
Input voltage 12V DC or 110V AC or 220VAC
Drive mode Constant-current drive Constant-current drive Constant-current drive Constant-current drive
Length of power cable 1 meter 1 meter 1 meter 1 meter
Protection class IP65 IP65 IP65 IP65 D
Electrical safety class | | | |
Environmental temperature -20°C~+55C -20°C~+55C -20°C~+55C -20°C~+55C E
7))
Caracteristicas o
e Chip LED de alto brillo 8
e Controlador a corriente constante incorporado LL

e Disefio compacto y robusto .
e Carcasa de aluminio fundido, cristal atemperado N C E
e Buen acabado y de facil instalacion

e Resistente al agua y larga vida util
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LED FLOOD LIGHT WITH RACK




LED FLOOD LIGHT WITH RACK
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RECHARGEABLE LED FLOOD LIGHT




LED HIGH BAY LIGHT
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LHBL-30W/A LHBL-50W/A LHBL-30W/B LH

lluminacién LED grandes alturas




LED HIGH BAY LIGHT
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LHBL-80W/A LHBL-100W/A LHE L-100W/B

lluminaciéon LED grandes alturas
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LED HIGH BAY LIGHT
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LHBL-120W/A LHBL-150W/A LHBL-120W/B LHBL-150W/B

lluminacién LED grandes alturas
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SOLUCIONES Y SERVICIOS
DE ENERGIA AUTONOMA
EN LOS CINCO CONTINENTES

4
7 *\T’
M_~ STER
BATTERY
Poligono industrial La Dehesa C/ Dehesa Vieja, n°2 Nave 16 28052 Madrid (Spain)
Tel. (+34) 918 021 649  Fax. (+34) 917 750 642
e-mail: info@masterbattery.es

RESA CERTIFICADA RESA CERTIFICADA

e M
1SO 9001 1SO 14001
EC-7345/12 MA-2709/12

Home page: www.masterbattery.es






